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Cyclone-25-150
High-Speed Machine Vision Camera

CaMPerforM-CyClone SerieS

150 fps with 5•	  120 x  5 120 pixels

Global shutter mode•	

low noise pixel•	

CoaXPress V2.0 interface with 4 x 12.5 Gbit/s•	

Power and trigger via CoaXPress•	

  HiGH SPeed MaCHine ViSion

  aUtoMated oPtiCal inSPeCtion (aoi) 

  SeMiCondUCtor QUality Control



Models
Cyclone-25-150-M monochrome Camera

Cyclone-25-150-C color Camera

Scope of delivery Camera, brief introduction

ACCessoRIes
Cy-CM C-Mount lens adapter

Cy-fM f-Mount lens adapter

Cy-M42 M42 Mount lens adapter

CPH6-PtC Pig tail cable for synch

CPH6-USB Programming Cable

Cy-HiS Heat Sink

Cy-fan Cooling fan

FeAtuRes

Cyclone-25-150 camera provides high resolution images at high frame rate 
of 150 fps. the camera is part of optronis CamPerform-Cyclone series for 
demanding machine vision applications.  

5 120•	  x 5 120 pixel resolution
low noise pixel•	
sensor frame rate increases with vertical window size reduction•	

firmware features
analogue gain and offset adjustment•	
defect pixel correction (customer activatable)•	
dual roi and line skipping•	
framenumber and Microsecond counter on image•	

PeRFoRMAnCe (exAMPles, 8 bIt, see Also FRAMe RAte CAlCulAtoR)

Resolution 
(HxV) 

Frame rate Resolution 
(HxV)

Frame rate

5 120 x 5 120 150 fps 5 120 x 2 560 298  fps

4 096 x 4 096 187 fps 5 120 x 1 280 590 fps

3 840 x 2 160 353 fps 5 120 x 640 1 152 fps

1 920 x 1 080 696 fps 5 120 x 128 4 838 fps

1 280 x 720 1 029 fps 5 120 x 4 21 496 fps





VIBRATION SHOCK
EN 60721-3-2

sPeCIFICAtIons
Sensor type GMaX0505, High-Speed, Grade 1

resolution 5 120 pixel x 5 120 pixel

frame rate (full resolution) 20 .. 150 fps

exposure time 12 µs .. 1 / frame rate

active area / diagonal 12.80 mm x 12.80 mm  / 18.10 mm

Pixel distance 2.5 µm x 2.5 µm

a/d conversion 8/10 Bit

Quantum	efficiency	(sensor) 45 % @ 520 nm

Synchronization internal, external, CoaXPress

Synchronization signals Synch in and Synch oUt, ttl level,
electrically isolated

interface CoaXPress 2.0 (4 ch., CXP-12)
Micro-BnC (Hd-BnC) connectors

Power 12 W, PoCXP, ext.

temperature ranges
- operation, amb., no cooling
- operation, amb., with Cy-HiS
- operation, amb., with Cy-fan
- operation, case temperature

0 .. +30°C / 32 .. 82°f
0 .. +40°C / 32 .. 104°f
0 .. +55°C / 32 .. 131°f
0 .. +70°C / 32 .. 158°f

Weight 400 g w/o mount, w/o cooling

dimensions 65 mm x 65 mm x 71 mm 
(3d model data available)

eMVA1288 measurements (v3.1 typ. )

dynamic range 56 dB

Saturation capacity 4 000 e-

temporal dark noise 6 e-

System gain 17 e-/dn

Signal-to-noise ratio 36 dB

dSnU 18 e-

PrnU 2 %

non-linearity error (v3.0) 0.6 %

Cyclone-25-150 High-Speed Machine Vision Camera

the information given herein is believed to be reliable, however optronis makes no warranties as 
to	its	accuracy	or	completeness.	Data	sheet	is	subject	to	modifications	at	any	time.	1.21

ContACt InFoRMAtIon

optronis GmbH
ludwigstraße 2
77694 Kehl
Germany

Phone: +49 7851 91 26 - 0
fax: +49 7851 91 26 - 10
info@optronis.com
www.optronis.com
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